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ROSILIO MACHINING CENTRE
4 spindle type B1000 with CNC also controlled by CAM

- Work area 1200 x 400 mm

- Longitudinal trawvel 1000

- Cross travel 400

- Vertical travel 510

- Turning capacity 4E 150 over 450 length
[Between centres)

- Milling capacity X =8980
Y =380
Z =300

Feasibility studies can always be looked at for greater capacities that those stated above

VCR 1300 MACHINING CENTRE

- Work area 1400 x 710mm
- T-slots 18 x 7 x 3Bmm
- ¥ [longitudinal] axis travel 1300mm

- Y [lateral] axis travel J00mm

- Z [spindle] axis travel 710mm

- Spindle nose to table distance 200 to 310mm
- Spindle taper BT 50

- Minimum spindle speed 10 rpm

- Maximum travel speed 3600 rpm

- Travel speed [axes X-Y-Z) 12m,/min

- Z-axis fast advance 10m,/ min

- Tool change capacity 20 tools

- Randon selection system

- Maximum tool diameter 120mm

- Tool change time 14 seconds

- Maximum tool weight 15kg

- Spindle motor power 20hp

C1065 MACHINING CENTRE

Heidenhain TNC 410 M commands

TABLE:

- Work area 1200 x 635mm
- T-slots 6x 18 x 100 mm
- Maximum weight supported by tahle 1000kg
CHARACTERISTICS:

- X [longitudinal] axis travel 1020mm

- Y [lateral) axis travel 600mm

- Z [vertical] axis travel 560mm

- Spindle taper 1S040 or BT-40

- Spindle nose to table distance min 150mm / max 7 10mm
- Spindle motor power AC 22/39 kW

- "RANDOM" Automatic tool changer

- Number of tools 24

TBI 450 NUM 1060 T CNC LATHE

Headstock

- Maximum swing over bed 450mm

- Maximum turning diameter 302mm
Chuck spindle

- Inside diameter of spindle S55mm

- Spindle bore 46mm

- Maximum spindle speed 6000 rpm
- Spindle power 14.5kW

- Spindle power 20hp
Tailstock

- Maximum tailstock travel S00mm
Carriages

- Maximum cross slide travel [X-axis] 151mm + 25mm tool slide
- Maximum longitudinal travel [Z-axis) 590mm

- Chuck to centre distance 580mm

T 260 S5EMI CNC LATHE

- Centre height 260

- Distance between centres 1000-1500-2000
- Swing over bed 530

- Swing over carriage 315

- Bed width 350

- Spindle bore 80

- Main motor power 11kW

BERTHIEZ TYPE J.125 VERTICAL LATHE

- Table diameter 1250mm

- Swing 1480mm

- Height under bridge 500 or 650 or BOOmm

- Maximum height under turret 750 or 500 or 1050mm
- Total turret ram travel 700 or 1000mm

- number of table speeds: 16

Electronic copying control

MITUTOYO B706 THREE-DIMENSIONAL MEASURING MACHINE

With GEOPAK 286/ 12 measurement software in colour

- Capacity X =700
Y =600
Z =600

BORER

- Spindle diameter 100 mm

- Spindle taper IS0 50

- Spindle travel 630 mm

- Vertical carriage travel

- Spindle holder rise and fall 1200mm

- Table cross travel 1250mm

- Table longitudinal trawvel 1000mm

- Usable table area 1000 x 1120

- Maximum weight supported by table 3 tonnes

The machine is equipped with:
- Automatic table positioning 4 x 90°
- Axial positioning numeric control with
N HEIDENHAIN INC 135 3-axis viewer
- & universal facing head

THE NC MACHINES ARE LINKED TO OUR CN INDUSTRIES CAM SYSTEM

BLANCHARD SURFACER

Bectifying surface: 1 metre diameter magnetic chuck

MISCELLANEDUS

2 PARALLEL LATHES

2 MILLING MACHINES

1 HUROMN MILLING MACHINE 3-AXIS VIEWING
1 AMADA AUTOMATIC SAW

1 MANUAL SAW

1 OXYMILL

1 RADIAL DRILL

2 DRILLING MACHINES

1 DRILLING AND TAPPING MACHINE
2 SLOTTERS

WELDING

MECHANICAL WELDING

ASSEMBLY

MAINTENANCE
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